40’

12" & VARIES

VARIES 50'~60"
A’

EXISTING—-TROY—~O'FALLON ROAD

STA 104+26.44 TO STA 106+22.09
*ENDS STA 105+41.61

EX. R.OW.

VARIES 40'~60°
N
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EXISTING TROY—Q'FALLON ROAD

CONTRACT NO. 97352

EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING
EXISTING

EXISTING

EXISTING

COLEERARVELEE

LEGEND

BITUMINOUS SURFACE COURSE, 1.5”
BITUMINOUS BINDER COURSE, 1.5”
BITUMINOUS CONCRETE, 5”
CRUSHED STONE BASE COURSE, 6"
SUB—BASE GRANULAR MATERIAL, 6"
BITUMINOUS SHOULDER, 6”
AGGREGATE SHOULDER, 6”

TYPE B—6.12 C&G

TYPE B-6.18 C&G

TYPE A GUTTER

TYPE B GUTTER

VARIES 40°~50"
‘\’

EX. R.O.W.

VARIES 50'-100"
Ar

EX. R.O.W.

12" & VARIES

EX. R.OW.

12' & VARIES 12 & VARIES

VARIES 40'-50"
'V

EXISTING—TROY—O'FALLON ROAD
STA 108+22.09 TO STA 117+70.67

VARIES 40°-50"
A

EXISTING—-TROY—O'FALLON ROAD

STA 106+22.09 TO STA 108+22.09

STA 117+70.67 TO STA 119+70.67

STA 124+494.19 TO STA 126+94.19
*ENDS STA 107+53.92

E£X. R.O.W.
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EXISTING—-TROY—~O'FALLON ROAD

STA 126+94.19 TO STA 136+57.15

S, VARIES 40"~50' i VAREES 4060 2
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l |
§ EXISTING—TROY—O'FALLON ROAD
“i: STA 119+70.67 TO STA 124+94.19
]LLl
!
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| REVISIONS
! NAME DATE EXISTING CONDITIONS
TYPICAL SECTIONS
US 40 AND
TROY~O'FALLON ROAD IMPROVEMENTS
CITY OF TROY
MADISON COUNTY, ILLINOIS




